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DECICOAT™ T35

Decicoat T35
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Decicoat T35

19 L 5 gal

200 L
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UOM

1 mm 0.04

10

  

( short term)

19 L (5 

gal) 

0.39 kg/m2/mm  

(0.08 lb/ft2/mm )  
1.1 L/m2 (0.027 gal/ft2)

-40 °C  120 °C

(-40 °F  -248 °F)

 

0.5 mm 

 

2 mm 200 L 

drum

10  

10 °C  45 °C (50 °F  113 °F)  

24

 

IMO FTP 5 376675

2.5 mm

USCG

IMO FTP  2 376675

MED B
EC

B
164.112/112/EWC MED0384TE

MED D
EC

D

MEDD00000UK 

MEDD00000R4 

MEDD00001HN

DNV F-21139
DNV GL SOLAS

EN 45545-2 (ISO 5658-2) 376677

R1, R7, R8,  HL3
EN 45545-2

(ISO 5660-1 : 50kWm-2)
376679

EN 45545-2

(ISO 5659-2 : 50kWm-2)
376678

RISSB AS 7529 376677, 376678, 376679

ASTM E 162 101731845MID-001c

FRA

NFPA 130

 - DOT

Docket 90A

ASTM E 662 101731845MID-002c

ASTM E 800 (SMP-800C) 101731845MID-003c

FMVSS 302 20713JY
DOT
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UV 10%  HCl 
10%  NaOH  

(ASTM1653) (  19013BD1)

2000 < 3 Perm

(ISO 8302)

(  332/13)

0.07 Wm-1K-1

2 mm Decicoat™ T35

4 mm 
 4 mm 

20613BD1

°C


